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S 5w (Epson L130 Single Function Inkjet)
Features: Bi-directional printing, Uni-directional Printing
Printing Type: Colour
Printing Technology: Inkjet
Scanner Type: 0
Print Resolution: 5760 x 1440 DPI
Print Speed Black: 27 PPM
Print Speed colour: 15PPM
Paper Size: A4, AS, A6, B5, C6, DL
Network: USB2.0
Color: Black
Paper Tray: 50 Sheets
Warranty: 1 Year (s)
Printer Type: Single Function
. feror (LBP 151 dw)
Printer-method Monochrome Laser Beam Printing
Print-speed 27 PPM
Print-Resolution 600 X 600dpi, 1200 X 1200dpi equivalent
First print out time(FPOT) Appro x. 8.0secs.
Warm-up time (from power on) 15 secs. or less
Recovery time (from sleep mode) Appro x. 1.0secs.
Auto duple X Printing Standard
Auvailable paper size for A4, Letter, Legal*1, Indian Legal, Foolscap Auto Duplex print
(60 to 105 g/m
Paper Input (based on 64g/m®) | Standard Cassette: 250 sheets
Multi-Purpose Tray : 1 sheet
Maximum Paper Capacity: 251 sheets
Paper output (based on Standard Cassette :
64g/m?) A4, BS, Legal *1, Letter, Statement, Executive, Foolscap, 3X5
Index Card, Indian Legal Invelope: COM 10, Monarch, C5,
DL, Custom: width 76.2-216.0mm X length 210.0-356. Omm
Multi-Purpose Tray:
A4, BS, Legal *1, Letter, Statement, Executive, Foolscap, 3XS5
Index Card, Indlan Legal Invelope: COM 10, Monarch, C5,
DL, Custom: width 76.2-216.0mm X length 127.0-356. Omm
Paper weight Standard Cassette : 60-163g/m>
Multi-Purpose Tray: 60-163g/m® ‘
Paper type Plain Paper, Heavy Paper, Bond Paper, Label, Envelope Index Card
Standard Interfaces Wired: USB2.0 High speed, 10BASE-T/100BASE-TX
Wireless : Wi-Fi 802.11b/g/n
Network Security Wired: 1P/Mac address filtering, [EEE802.1 X SNMPV
Wireless : WEP, WPA-PSK (TKIP/AES-CCMP), WPA2-PSK
(TKIP/AES-CCMP)
Power Requirement 220-240V, 50 / 60Hz
. Epson® Perfection® V39 Color Scanner 2
Type: Flatbed Color Image Scanner
Optical Sensor: CIS (Contact Image Sensor)
Optical Resolution: 4800 dpi
Hardware Resolution: 4800 x 4800 dpi
Effective Pixels: 40,800 x 56,160 pixels (4800 dpi)
Color Bit Depth: 48-bits per pixel internal/24-bits per pixel external
Grayscale Bit Depth: 16-bits per pixel internal/8-bits per pixel extemal
“Maximum Scan Area: Flatbed 8.5" x 11.7"
Light Source: Three Color RGB LEDs
¢ ] Color 300dpi approximately 10 Seconds (via USB 2.0
SIS Speed: Color 300¢pi aggroximatelz 10 Seconds gvia use 2.();
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